
EX-TREME FR combines Fabrene’s trusted EX-TREME 
product with fire-retardant additives for enhanced safety 
and protection. This specialized fabric is ideal for 
applications requiring flame resistance, such as 
safeguarding livestock, crops, equipment, and other 
valuable assets.

EX-TREME FR offers the same durability, strength, and 
performance benefits as EX-TREME S. It’s a reliable 
solution for a wide range of frame-supported shelter 
systems in environments where fire safety is a priority.

FLAME RETARDANT 
SHELTER FABRIC

 

Heavyweight membrane 
fabric enhanced with fire 

retardant protection. Durable and long-lasting material

Unbeatable woven polyethylene membrane with added 
protection against fire and flames

Tested in accordance to fire and flame standards for 
shelter membrane fabrics

Incredible strength-to-weight ratio for more ergonomic 
installations

Designed with resistance to UV degradation in mind 

PROPERTIES:

HDPE Woven Reinforcement 
with FR Additives

LDPE 
Coating



SPECIFICATIONS:

PROPERTY TEST VALUE (IMPERIAL) TEST VALUE (METRIC) TEST METHOD

Light Transmission

Low Temperature Bend 

Available Roll Lengths

Available Roll Widths

Available Core Sizes (ID)

Flammability

19%

-76° F PASS

250 to 1150 yds

4 to 12 ft

Large Rolls: 5 or 6 in
Smaller Rolls: 3, 5, or 6 in

Class A
PASS
PASS
PASS
PASS

 

19%

-60° C PASS

230 to 1050 m

1.2 to 3.66 m

Large Rolls: 127 or 152 mm
Smaller Rolls: 76, 127, or 152 mm

ASTM D1494

ASTM D2136

ASTM E84
CAN/ULC-S102
UBC Standard 31-1
NFPA 701 Method 1 & 2
CAN/ULC-S109 

*These are typical values and should not be considered as specifications. These characteristics are valid for “fresh” material and may vary over time from 
the date of production. Magnera reserves the right to modify the present properties according to the evolution of process and technology optimization. 
This information is confidential to Magnera Corporation.

For more details please contact our Fabrene sales team 

1.888.322.7363 sales@fabrene.com

© 2025, Magnera Corporation. Fabrene® is trademark of 
Magnera Corporation or one of its affiliates.

12.6 oz/yd2

24 mil

Warp: 270 lbf/in
Weft: 268 lbf/in

Warp: 83.2 lbf
Weft: 76.4 lbf

426 g/m2

600 μm

Warp: 1200 N/in
Weft: 1190 N/in

Warp: 370 Newtons
Weft: 340 Newtons

ASTM D3776

ASTM D1777 

ASTM D4851

ASTM D4533/D4851

Unit Weight

Thickness

1” Tensile Strength

Trapezoid Tear Strength

Shelter Membrane 
Fabric

APPLICATIONS:

Fabrene offers a warranty on our EX-TREME FR Shelter 
Membrane Fabric. For detailed warranty information, 
contact your sales representative or visit 
fabrene.com/warranty.

WARRANTY:

Industrial/Commercial Storage

Aerospace storage and 
maintenance facilities

Government/Municipal structures


