
EX-TREME Platinum is the latest innovation in Fabrene’s 
shelter fabric lineup. A leveled up construction of the 
trusted EX-TREME S fabric, this premium shelter membrane 
features our most advanced and durable construction yet.

This product is enhanced with our new film lamination 
technology to deliver a smoother, pinhole-resistant surface 
that improves UV stability, simplifies cleaning, and 
enhances shedding performance in harsh environments. 
Designed to minimize build-up during heavy snowfalls, 
EX-TREME Platinum offers long-lasting protection across a 
wide range of extreme weather conditions.

ULTIMATE PERFORMANCE
SHELTER FABRIC

Premium membrane 
structure fabric for 

extreme durability in 
 demanding 

environments.

The strongest, most durable EX-TREME fabric yet

Film lamination construction improves pinhole resistance 
and material stiffness thereby reducing sag between 
shelter support beams

Smoother surface improves snow, dirt, & debris shedding 

Long-lasting and made for year-round usage

Withstands exposure to hot & cold temperatures

PROPERTIES:

 

HDPE Woven Reinforcement

LDPE 
Coating

Film Lamination
Layer



For more details please contact our Fabrene sales team 

1.888.322.7363 sales@fabrene.com

© 2025, Magnera Corporation. Fabrene® is trademark of 
Magnera Corporation or one of its affiliates.

SPECIFICATIONS:

PROPERTY TEST VALUE (IMPERIAL) TEST VALUE (METRIC) TEST METHOD

 

 

Pinhole Elongation

Available Roll Lengths

Available Roll Widths

Available Core Sizes (ID)

 

525 lbf

82.4%

250 to 1150 yds

4 to 12 ft

Large Rolls: 5 or 6 in
Smaller Rolls: 3, 5, or 6 in

 

 

2335 Newtons

82.4%

230 to 1050 m

1.2 to 3.66 m

Large Rolls: 127 or 152 mm
Smaller Rolls: 76, 127, or 152 mm

ASTM D1777 MOD

*These are typical values and should not be considered as specifications. These characteristics are valid for “fresh” material and may vary over time from 
the date of production. Magnera reserves the right to modify the present properties according to the evolution of process and technology optimization. 
This information is confidential to Magnera Corporation.

13.1 oz/yd2

25.5 mil

Warp: 287 lbf/in
Weft: 287 lbf/in

Warp: 66.5 lbf
Weft: 77.5 lbf

443 g/m2

650 μm

Warp: 1280 N/in
Weft: 1280 N/in 

Warp: 296 Newtons
Weft: 345 Newtons

ASTM D3776

ASTM D1777

ASTM D4851

ASTM D4533/D4851

Unit Weight

Thickness

1” Tensile Strength

Trapezoid Tear Strength

Shelter Membrane 
Fabric

APPLICATIONS:

Fabrene offers a warranty on our EX-TREME Platinum 
Shelter Membrane Fabric. For detailed warranty 
information, contact your sales representative or visit 
fabrene.com/warranty.

WARRANTY:

Structures in extreme climate areas

Applications prioritizing extreme 
durability and smoothness

Structures designed for longer-term 
use than some traditional applications

vs. standard, coated shelter material

2xPinhole
Resistance 
Strength 


